
  

67 Rusticated Horizontal 
Shiplap Weatherboard 
Cladding 
135x21mm  (110mm Effective Cover) 

FIXING DETAILS 

Version 1:0 

 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated 
Horizontal Shiplap 
Weatherboard 
Profiles 
Scale:  1:2 @ A4 
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67-14021 
 

135 x 21mm – 110mm 
EffecƟve Cover – ‘67’ 
RusƟcated Horizontal 

Shiplap 

FS-18021 

180 x 21mm Grooved 
Fascia 

IC-2121 

21 x 21mm Internal 
Corner Moulding 

GB-6521 

65 x 21mm 
Grooved BaƩen 

EC-4545 

45 x 45mm External 
Corner Moulding 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated 
Horizontal Shiplap 
Weatherboard 
Fixing Detail 
Scale:  1:2 @ A4 

 

 

 

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
Window Head Detail 
 
Scale:  1:2 @ A4 

 

 

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
Window Sill Detail 
 
Scale:  1:2 @ A4 

 

 

 

 

 

 

 

 

 

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
Window Jamb Detail 
 
Scale:  1:2 @ A4 

 

 

 

 

 

 

 

 

 

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
Internal Corner Detail 
 
Scale:  1:2 @ A4 

 

 

 

 

 

 

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
External Corner Detail 
 
Scale:  1:2 @ A4 

 

 

 

  

 

 

 

 

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
External Corner 
Moulding Detail 
Scale:  1:2 @ A4 

 

 

 

 

 

 

 

 

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 

EC 45x45mm Sugi 
External Corner 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
Base of Wall - 
Concrete Detail 
Scale:  1:2 @ A4 

 

 

 

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
Base of Wall - Timber 
Detail 
Scale:  1:2 @ A4 

 

  

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 

 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
Base to Membrane 
Detail 
Scale:  1:2 @ A4 

 

 

 

 

 

 

 

 

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 

 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
Soffit Overhang Detail 
 
Scale:  1:2 @ A4 

  

 

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 

 

GB 65x21mm Sugi Grooved 
BaƩen 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
Eaves Detail 
 
Scale:  1:2 @ A4 

 

 

 

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 

FS 180x21mm Sugi Grooved  
Fascia 

GB 45x21mm Sugi Grooved 
BaƩen 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
Roof-Wall JuncƟon 
Detail 
Scale:  1:2 @ A4 

 

  

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
Meter Box Detail 
 
Scale:  1:2 @ A4 

 

 

 

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 

 

16 
 

Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
Cavity BaƩen Detail 
 
Scale:  1:2 @ A4 

 

 

 

 

 

 

 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
Cavity BaƩen – W&D 
Layout  
Scale:  1:2 @ A4 

 

 

 

 

 

 

 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
Parapet Detail 
  
Scale:  1:2 @ A4 

 

 

 

 

 

 

 

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
Pipe PenetraƟon 
Detail 
Scale:  1:2 @ A4 

 

 

 

 

 

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
135 Deg External 
Detail 
Scale:  1:2 @ A4 

 

 

 

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
135 Deg Internal 
Detail 
Scale:  1:2 @ A4 

 

 

 

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
Roof Kickout Detail 
 
Scale:  1:2 @ A4 

 

 

 

 

 

 

 

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
Parapet Balustrade 
Detail 
Scale:  1:2 @ A4 

 

 

 

 

 

 

 

 

 

135x 21mm Sugi 67 RusƟcated 
Horizontal Shiplap 



NOTES  
• All nail fixings pre-drilled min. 1mm diameter smaller than the nail gauge.  
• All Pentarch Forest Products NZ Limited Ɵmber products to be pre-coated and cut ends 
and edges and all fresh cut surfaces double coated and sealed before fixing.  
• All corner flashings to be 75 x 75mm to suit all wind zones. All flashings to have 
hemmed edges to NZBC E2/AS1.  
• Avoid contact in sea spray zones or corrosion zone D between CCA treated Ɵmber and 
metal flashings. Refer NZBC E2/AS1 Table 21 

 
 
 

67 RusƟcated Horizontal Shiplap Weatherboard Detail 
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Drawing:  67 
RusƟcated Horizontal 
Shiplap Weatherboard 
Flashing Detail 
 
Scale:  1:2 @ A4 

 

 

 

 


